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■尺寸图

Rated
Current

Voltage Rating
Voltage

Drop Max.

I²T
(A²Sec)

Approvals
UR CUR CQC VDE KTL PSE

100 mA 125V/250V/350V 600mV 0.042 ● ● ○ ○ ○ ○

125 mA 125V/250V/350V 550mV 0.066 ● ● ○ ○ ○ ○

160 mA 125V/250V/350V 500mV 0.097 ● ● ○ ○ ○ ○

200 mA 125V/250V/350V 480mV 0.140 ● ● ○ ○ ○ ○

250 mA 125V/250V/350V 440mV 0.170 ● ● ○ ○ ○ ○

315 mA 125V/250V/350V 400mV 0.210 ● ● ○ ○ ○ ○

400 mA 125V/250V/350V 370mV 0.280 ● ● ○ ○ ○ ○

500 mA 125V/250V/350V 350mV 0.342 ● ● ● ● ● ○

630 mA 125V/250V/350V 320mV 0.74 ● ● ● ● ● ○

800 mA 125V/250V/350V 300mV 1.01 ● ● ● ● ● ○

1.00 A 125V/250V/350V 280mV 1.65 ● ● ● ● ● ●

1.25 A 125V/250V/350V 280mV 2.11 ● ● ● ● ● ●

1.60 A 125V/250V/350V 250mV 2.45 ● ● ● ● ● ●

2.00 A 125V/250V/350V 240mV 2.82 ● ● ● ● ● ●

2.50 A 125V/250V/350V 200mV 4.92 ● ● ● ● ● ●

3.15 A 125V/250V/350V 180mV 6.62 ● ● ● ● ● ●

4.00 A 125V/250V/350V 160mV 8.69 ● ● ● ● ● ●
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●DENOTES FOR APPROVED(已取得认证） ○DENOTES FOR PENDING(认证申请中）

※OPERATING TEMPERATURE 使用温度 -55℃ to +125℃.
STRUCTURE 结构

ELECTRICAL CHARACTERISTICS 电气特性

INTERRUPTING RATING 分断电流

5.00 A 125V/250V/350V 150mV 22.9 ● ● ● ● ● ●

6.30 A 125V/250V/350V 130mV 32.5 ● ● ● ● ● ●

8.00A 125V/250V/350V 100mV 57.5 ● ● ● ● ● ●

10.0A 125V/250V/350V 85mV 81.7 ● ● ● ● ● ●

12.0A 125V/250V/350V - 96.5 ● ● ○ ○ ○ ●

15.0A 125V/250V/350V - 117 ● ● ○ ○ ○ ●

20.0A 125V/250V/350V - 157 ● ● ○ ○ ○ ○

NO. Component 部件 Material 材料

1 Wire 熔丝 Alloy 合金

2 Cap 铜帽 Brass with nickel Plated 黄铜镀镍

3 Body 本体 Ceramic tube 陶瓷管

4 Lead 引线 Tinned copper wire 镀锡铜线

Current Rating 额定电流 Blowing Time 熔断时间

210% 30 min Max(最大30分钟）

275% 10ms～3s
400% 3ms～300ms
1000% 20 ms Max 最大20毫秒）

VDE CQC

35A 250V AC 100mA～3.15A
40A 250V AC 4A

50A 250V AC 5A

63A 250V AC 6.3A

UR CUR 50A 250V AC 100mA～20A
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